GEOTECHNICAL REPORT LIMITATIONS

Copies of the geotechnical reports are provided for informational purposes only, so the contracting
industry has access to the same information available to the designers. The geotechnical report is
not part of the proposal or a contract document.

Geotechnical reports are written to communicate the interpretation of site conditions as well as
design and construction recommendations to the Department's roadway design, bridge design,
and construction groups. The reports are written during the design period, and they may contain
several alternative treatments to address a particular design issue. The reports may also contain
recommendations presented for consideration by the Department's project management staff. For
these reasons, recommendations presented in the geotechnical reports may or may not be
incorporated into the final project contract plans. The reports may also have been prepared prior
to revisions to the project size, location or scope, so they may not reflect or be coordinated with

post-preparation changes to the project.

The geotechnical reports summarize subsurface investigations and usually include logs of the
explorations.  Variation of subsurface conditions. between explorations may- and should be
expected to occur. The interpretation of subsurface conditions between exploration points (i.e.
rock lines and muck excavation limits recommended to be used for design) may be shown on
cross sections and/or a profile, which is sent to the design agency as an attachment to the report.
While the cross sections and profile may not be attached to the copy of the report herein, they are
available for review at the Department's geotechnical office. Department geotechnical and design
files may also contain other information not reflected in the geotechnical reports.
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